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HF-A11 Mass Production
Upgrade Guide

Note: For the custom firmware, High-Flying provide tools to upgrade the

HF-A11 module

A. Upgrade Environment

1. Requests
(1) HF-A11 EVK: 1
(2) Computer(Use Ethernet and UART): 1
(3) High-Flying Upgrade Tool

2. Topology

The topology is as following picture.

UART Cable

Power Cable

Ethernet Cable
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B. Software Install and Config

1. Uncompress “HF Production Upgrade Tool(1.09.8)".
(1) Put upgrade firmware into “config” directory as

following "A11_V40211 ZTEKT kt12_1M_20131126".

~

=5 Ergsk: =Sl
script 2014/2/8 18:25 g s v

| | ALl V40211 FTEKT kt12 1M_20131126 201471724 17:18 i

L mﬁl\f.bin | | 5:*__4 _-:r__:

[E UserConfig.dat PRTVIE:

(2) Enter “config->script” directory, Open config file “A11 F1 SMT & F ki A LA K M F
7% .da”.

v" Modify the firmware file name in “[STEP3]".

[STEPS]
NAME=-H£J h
ATCHDNIM=2
ATCMD1=HTTPUPG, 1, 50, 1, 10. 10. 100, 1004411_V40211_ZTEET _kt12_1M_20131126| +ok

ATCMDZ=Z, 1,10, 0, +ok

v' Modify the setting parameters in [STEP7]. Check the “VER” and “WAP” to make sure

upgrade is successful.

[STEPT]
MAME=A2EEE. . .0 0 o o o o
LOOPHIM=1
ATCHDNIN=2
ATCND1=VER, 1, 10, 0,
ATCHDZ=WAF, 1, 10, 0,

ol,[4. 02, 11. KT1Z |
k

+
+ol,[T1BGN, NyWiFi, Auto |

(3) Save the modified file.
2. Install “gtk2-runtime.exe”
“gtk2-runtime.exe” install procedure:

(1) Click and run“gtk2-runtime.exe” and click "NEXT”.
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# GTK2-Runtime Setup g l":" ""lﬁ

Welcome to the GTK2-Runtime
Setup

Setup will quide yvou through the installation of
GTE2-Runtime.

Itis recommended that you dose all other applications
before starting Setup. This will make it possible to update
relevant system files without having to reboot your

computer.

Click Mext to continue,

(2) Click I Agree”

fi¢ GTK2-Runtime Setup l = | |ﬁr

Flease review the license terms before installing GTK2-Runtime,

License Agreement @

Press Page Down to see the rest of the agreement.

| -
You can find the latest version of this software at hitp: /fatk-win, sourceforge.net.
You may reach the packager (Alexander Shaduri) by email at ashaduri ‘at' gmail. com

m

The authors make NO WARRANTY or representation, either express or implied, with
respect to this software, its quality, accuracy, merchantability, or fitness for a particular
purpose, This software is provided A5 IS, and you, its user, assume the entire risk as
to its guality and accuracy.

This package contains the following software (or pieces of it):
GTK+, ATK, Panga, GL!I:nr adk J:_nixl:-uf: http: dfwww. gtk oralf;

If you accept the terms of the agreement, dick I Agree to continue. You must accept the
agreement to install GTKZ2-Runtime,

< Back |[ I Agree ] | Cancel

- T

(3) Click “Next”.
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Cortmimesn o
g

Choose Components
Choose which features of GTK2-Runtime you want to install, .

Chedk the components you want to install and uncheck the components you don't want to
install. Clidk Mext to continue.

Select the type of install; [Recomma'lded T]

: Description

Or, SEIEC'::E “F't?gﬁlm GTE+ libraries {required) P'l:usil:h:ui R
components you wi L

install; [] compatibility DLLs over a component ko

[ ] Translations seg jts descripkion,

Space required: 13,9MB

Mullsoft Install System v2, 46-Unicode

<Back || Next> | | cancel

(4) Click “"Next”.

T
T .

GTKZ2 Runtime
Additional options .

Set up PATH environment variable to incude GTK+ {recommended)

Install DLL files to:

@ <instdir=\bin {recommended)
() <instdir=\lib {required for compatibility with some packages)

(7 <instdir=

Mullsoft Install System vz, 46-Unicode

<Back | MNext> | | cancel

(5) Click “Install”.

www.hi-flying.com 6 Copyright © 2013 . All rights reserved



GTK2-Runtime Emp

Choose Install Location
Choose the folder in which to install GTK2-Runtime. .

Setup will install GTK2-Runtime in the following folder. To install in a different folder, didk:
Browse and select another folder. Click Install to start the installation,

Destination Folder

C:\Program Files (%86 -Huntime

Space required: 13.9MB
Space available; 153,8GE

rullsoft Inskall System «2,46-Unicode

<Back || Instal | | cancel

(6) Click “"Next”.

[

Installation Complete
Setup was completed successfully. .

Completed
Extract: license_png. et -
Extract: license_zlib, txt
Extract: gtk.ico

Target was appended to PATH

Created uninstaller: C:\Program Files (x86)\GTK2-Runtimegtk2_runtime_uninst. exe
Create folder: C:\ProgramData\MicrosoftiWindows\Start Menu\Programs \GTEZ Runtime
Create shortcut: C:'\ProgramDataMicrosoft\Windows\Start Menu'\Programs\GTE2 Ru...
Generating C:\Program Files (x386)4GTK2-Runtime gtk 2-runtime\gtkZr-env.bat

Daone D

Completed

-

mullsoft Install Swstem w2, 46-Unicode

< Back Cancel

(7) Click “Finish” to complete installation.

www.hi-flying.com 7 Copyright © 2013 . All rights reserved



F@ GTK2-Runtime Setup - l =1 |

Completing the GTK2-Runtime
Setup

GTE2-Runtime has been installed on your computer,

Click Finish to dose Setup.

www.hi-flying.com 8 Copyright © 2013 . All rights reserved



C. Upgrade Process

Note:
(1) Before upgrade, shutdown the firewall and disable the wireless LAN of

computer.

T AR T E(1.09.8) B = |

st S [ AL A0S Tio A B LA 48 dat ~] [

ACCF2300DBG6S

an.
g
28 TS ATHENTSTART=1101 RiIN  +ek=1101 A

20: COM3 - «Em AT+EFHY MBI +ek
FHFE: |5TR00 -

i,
BEdeRl: [atifamr - %gﬁgﬁ

e
Eass: |5 : =
FATL: lai <<#nn‘-f:\: ATHHITFUPG=10. 10. 100, 100/411_¥40211_ZTERT ktlZ_
TOTAL: B ]

;.;ﬁimﬂ% 2014-02-10 17:05:55 | &

HE =

4 | T 3

Ml S M | EEL s A Fh iz & Fra)

(2) modify LAN parameter to 1P:10.10.100.254, IP mask:255.255.255.0, gateway:

10.10.100.254.
[ Internet tHUERE 4 (TCP/IPvE) E1E @I&r

=i
e T

O BEERE TP Hht
© ek A IE ML )

IF it ezd: 10 .10 .100 .100
TR U £55 255 PS5 . 0
Fhidfedz @ 10 .10 . 100 . 254

BzhFiS DHs ARl E)
© HERTEH I8 fRF=Sit E):

Bk TN fR&SEE ()
=H IHs RS A

(I BHSTRE U

| GRE || EuE |
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1. Click " HFProductTools Tool and choose the corresponding serial port

43 &0 (COM 1 LPT)

) RS TE(1.008) ) EEEs)

T

MistiEsree: | ALTASM Ti A R LU ARt dat |

~HE
£0: ||:|:|r.'|3 - I
FFE: |57E.|:u:| - |
A IMIHSI‘.‘IT - I

2. Click “JF44” to start upgrade, if it finally show “Jlli 502, 536 A8 15 that the

module is upgrade OK and the nReady, nLink LED of EVK is flashing.

Mt |ALLQSMTIRRHELUARIFE dat =]
ACCF2300DBoG6sS
-fg: o =] @iﬁ%: AL filh  tok=4.02.11.KTI2 ,

mg: |5'il-E|I:ID d 3 o o 0 o O O
: ATHVER RiTh  #ok=4.02. 11.ET1Z
iyl |A11fSHT vl ; 1 ATHIAP R tok=l1BGH,  MyWiFi A

pss L L
] e P
TOTAL: ¢ - 3
BHMR
L m [ 2

3. Power down the EVK, switch to the next module to upgrade the next.
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